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Spray booths for vehicles.
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lll Cabs from Cabypres-car
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Cab oven range for vehicles
which adapts to your needs.

- Filter system available for the extractor module.
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Cab function
- The air injector system for the interior is first filtered in
order to ensure the required overpressure needed to gua-
rantee the cab is leak-tight.

- The extractor fan readily expels air while painting.
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Oven function

- Air recirculation system to recover interior heat.
- Energy savings due to the recirculation system,
- Usage of the whole air flow during the drying cycle ensu-

res an even temperature throughout the interior.
- Full capability to reach drying temperature. c (

Technology and quality at your service. mcabypres.com
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The cab provides a metal raised pit with exterior or in-
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terior ramp where infrastructure cannot otherwise be ca bU pres
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installed.
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Design

- New production system using CAD-CAM technology.
- The engineering department develops, designs and
investigates our products in order to improve and
refine them according to the demands of the market.

General construction

- The panels are of sandwich type, surface coated with a po-
lyurethane core and a protective film.

- The panels have a male-female fit with intermediate leak-
tight joints without a thermal bridge.

- The assembly profiles are surface coated and have a pro-
tective film.

- All cabs have a side door for walk-in access with a secure
emergency lock.

Developing solutions.
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Filter roof

- The whole roof is composed of individual metal
frames so the filters can be replaced easily.

- All frames are fitted with studs for attaching the
filter blanket as well as a perimetral leak-tight joint
to ensure the cab oven is leak-tight and prevent
dust from entering.

- Our cabs are fitted with a top quality filter
blanket F5 EN779:2002 across the whole roof.

Metal frame with filter
blanket F5.

Centrifugal fan.
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Filter saturation indicator.
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Lighting

- The lighting panels illuminate the interior evenly, without shadows.

- The windows are made of polystyrene to ensure safety.

- The lighting tubes can be changed quickly and easily thanks to the system
of hinges with quick-release pins.

- Optionally you can install screens with LED lighting tubes for greater effi-
ciency and energy savings.

Optional LED Lighting
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Personalized technical Consulting

Air handler
- Made of special extruded aluminium and
surface coated panels with a protective film.
- The feed fan is a turbine specially designed
to keep the pressure constant and prolong
the service life of the filters.

- These units can house a pre-filter stage G3
EN 779:2002 and a second bag filter stage G4
EN 779:2002.

- Doors for inspection, with quick snaps.

Wavy filter surface with replacea- f‘!ﬁ!-ﬂl
ble blanket G3 EN 779 with metal ©

frame.

Bag filter G4 EN779 with metal
frame.

Heat exchanger

- This is located in the air handler, separated by sandwich
panels with a Rockwool core for insulation.

- High performance aerodynamic design rapidly reaches
the required temperature.

- Made of stainless steel sheets AlSI 430.

- Adaptable to gas or diesel oil burners.
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cqa bgpresﬂ Personalized service for each customer

Filtration of paint overspray

- The spray booths can be fitted with 3 stages filtration
for paint overspray.

- The filters are installed in the floor of the cabin or in
modules prior to the extraction fans.

- Spray booth ready to install activated carbon filtra-
tion for odor removal and VOC's

Pleated Cardboard Filter. Paint stop filter.
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SARC system.

Automatic flow rate regulation system
- This system controls the feed flow automatica-
Ily at all times according to the required over-
pressure.

- The digital controller displays and regulates the
pressure inside the cab.

- Maximum productivity due to minimum main- Differential pressure transmitter. Controller for differential probe.
tenance time.

- A status light indicates when the filters are satu-

rated. HCab yp reésS.com




- Upgrade your facilities with a preparation
area for improving productivity and working
conditions.

- Paint box to make your mixes in a clean envi-
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Sectional curtains r
escape of dust and overspray
the preparation tasks.
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Preparation area with roof filter.
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Paint Box. Mixing room.

Y / Electric cabinet
cabypres - The whole cab is operated via the control cabi-
ey o e
Py ; =1 - The drying cycle is controlled by adjusting the
s : _— required time and temperature.
= @ $ = - Digital temperature controller with PT-100
== @ s sensor.
= @ T - The control cabinet has a safety cut-off solenoid
— = valve which blocks the painting process if the air
@ E] extraction system is not operable.
@ - TECNO INVERTER system to reduce the power TECNO INVERTER system.
2 e consumption of the engines.
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Tecnoairpint, S.L.

Pol. Ind Masia del Juez.
C/ Llibrers,3

46909 Torrente - Valencia
Tel.: 96 158 88 40

Fax: 96 158 88 41
cabypres@cabypres.com

wWww.cabypres.com
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